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AMENDMENTS TO THE CLAIMS 



1 . (Currently Amended) A method of administering a plurality of managed systems in a 
managed network using a voice interface , the method comprising: 

storing a system speech profile corresponding to each managed system , wherein each system 
speech profile specifies which capabilities of its corresponding managed system are available on the 
managed network and which capabilities of its corresponding managed system are to be yoice- 
enabled and made accessible via a telephony interface : and 

automatically generating a grammar and a speech dialog for each managed system using fte 
its corresponding system speech profile , wherein the speech dialog for each managed system 
includes at least one audio prompt tiiat is played in response to accessing, via the telephony 
interface, at least one of the voice-enabled capabilities of its corresponding managed system? 

rec e iving a voice t e l e phon e call from a system administrator; 

authenticating the system administrator; 

receiving, ov e r the voic e telephon e call, a first speech input s e lecting a manag e d oystem; 
recognizing the first speech input to identify the selected managed syst e m; 
loading a corr e sponding grammar and sp e ech dialog for the sel e ct e d managed system; 
rocoiving a second speech input from th e system administrator specifying an administrative 
function to b e p e rform e d on the selected manag e d system; 

converting the second sp ee ch input to a t e xtual repres e ntation using the grammar; 
matching the textual representation with an administrative command corresponding to the 

providing the administrative command to the sel e cted manag e d system; 
receiving a respons e firom th e sel e cted manag e d system; 

extracting text information from th e response; and 

rendering an audio r e pres e ntation of the extracted text information and playing back to th e 
syst e m administrator . 
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2-4. (Cancelled) 

5. (Previously presented) The method of claim 1 , further comprising: 
Adding a new managed system to the managed network including: 

connecting the new managed system to the managed network; 

detecting the new managed system; and 
loading a system speech profile for the detected managed system. 

6-19. (Cancelled) 

20. (New) The method of claim 1 , wherein each system speech profile is 
generated based on specific capabilities of its corresponding managed system. 

2 1 . (New) At least one computer readable medium encoded with instructions that, when 
executed on a computer system, perform a method of administering a plurality of managed systems 
in a managed network using a voice interface, the method comprising: 

storing a system speech profile corresponding to each managed system, wherein each system 
speech profile specifies which capabilities of its corresponding managed system are available on the 
managed network and which capabilities of its corresponding managed system are to be voice- 
enabled and made accessible via a telephony interface; and 

automatically generating a grammar and a speech dialog for each managed 
system using its corresponding system speech profile, wherein the speech dialog for 
each managed system includes at least one audio prompt that is played in response to 
accessing, via the telephony interface, at least one of the voice-enabled capabilities 
of its corresponding managed system. 

22. (New) A computer system for administering a plurality of managed systems in a managed 
network comprising: 

a telephony interface to the managed network; and 

at least one controller, coupled to the telephony interface, that: 
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Stores a system speech profile corresponding to each managed system, wherein the 
system speech profile specifies which capabilities of its corresponding managed system are 
available on the managed network and which capabilities of the managed system are to be 
voice-enabled and made accessible via the telephony interface; and 

automatically generates a grammar and a speech dialog for each managed system 
using its corresponding system speech profile, wherein the speech dialog for each managed 
system includes at least one audio prompt that is played in response to accessing, via the 
telephony interface, at least one of the voice-enabled capabilities of its corresponding 
managed system. 



